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H05VVH6-F / H07VVH6-F  
H07VVH6-F is a harmonized, flexible, 450/750 volt, PVC flat festoon power and control cable.  Mainly used as a 
trailing cable for crane installations, floor conveyor systems, elevator control cables, shelf control units and in     
supply lines for moving machine parts.  The flat construction allows cables to be stacked for applications where 
space is at a minimum and require smaller bending radius over that of round cables.  Suitable for installations in dry 
and damp rooms.  The outer PVC jacket is extensively resistant to oil, fat, acid and lye. The 300/500 volt versions 
are to H05VVH6-F standards and are only available in 18 AWG (0,75mm2) and 17 AWG (1,0mm2) sizes. 
 
 
 
 

 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 18 AWG (24/32)  0,75mm2  H05VVH6-F     

7001804 4 0.139 x 0.496” / 4.3 x 12.6mm 19 60 
7001805 5 0.139 x 0.634” / 4.3 x 16.1mm 24 77 
7001806 6 0.139 x 0.764” / 4.3 x 19.4mm 29 95 
7001809 9 0.139 x 1.039” / 4.3 x 26.4mm 43 133 
7001810 10 0.139 x 1.185” / 4.3 x 30.1mm 48 150 
7001812 12 0.139 x 1.331” / 4.3 x 33.8mm 56 173 
7001816 16 0.139 x 1.748” / 4.3 x 44.4mm 77 228 
7001818 18 0.139 x 1.937” / 4.3 x 49.2mm 87 255 
7001820 20 0.139 x 2.165” / 4.3 x 55.0mm 97 284 
7001824 24 0.139 x 2.583” / 4.3 x 65.6mm 115 341 

 17 AWG (32/32)  1,00mm2  H05VVH6-F        
7001703 3 0.177 x 0.425” / 4.5 x 10.8mm 19 54 
7001704 4 0.177 x 0.528” / 4.5 x 13.4mm 25 70 
7001705 5 0.177 x 0.630” / 4.5 x 16.0mm 32 90 
7001706 6 0.177 x 0.811” / 4.5 x 20.6mm 39 108 
7001709  9 0.177 x 1.118” / 4.5 x 28.4mm 58 154 
7001710  10 0.177 x 1.181” / 4.5 x 30.0mm 64 172 
7001712 12 0.177 x 1.425” / 4.5 x 36.2mm 77 200 
7001716  16 0.177 x 1.874” / 4.5 x 47.6mm 103 265 
7001718 18 0.177 x 2.079” / 4.5 x 52.8mm 115 296 
7001720 20 0.177 x 2.323” / 4.5 x 59.0mm 129 332 
7001724 24 0.177 x 2.772” / 4.5 x 70.4mm 154 396 

 16 AWG (30/30)  1,50mm2      
7001604 4 0.197 x 0.539” / 5.0 x 13.7mm 39 89 
7001605 5 0.197 x 0.705” / 5.0 x 17.9mm 48 113 
7001607 7 0.197 x 0.925” / 5.0 x 23.5mm 68 158 
7001608 8 0.197 x 1.055” / 5.0 x 26.8mm 77 178 
7001610  10 0.197 x 1.319” / 5.0 x 33.5mm 97 223 
7001612 12 0.197 x 1.531” / 5.0 x 38.9mm 116 282 
7001616  16 0.197 x 2.028” / 5.0 x 51.5mm 154 372 
7001618 18 0.197 x 2.283” / 5.0 x 58.0mm 174 416 
7001624 24 0.197 x 3.228” / 5.0 x 82.0mm 232 479 

 14 AWG (50/30)  2,50mm2     
7001404 4 0.217 x 0.669” / 5.5 x 17.0mm 64 138 
7001405 5 0.217 x 0.846” / 5.5 x 21.5mm 80 172 
7001407 7 0.217 x 1.193” / 5.5 x 30.3mm 113 231 
7001408 8 0.217 x 1.256” / 5.5 x 31.9mm 129 261 
7001412 12 0.228 x 1.854” / 5.8 x 47.1mm 193 389 

    Sizes continued on next page. 
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  Construction: 
- Fine bare copper strands  
- Strands to VDE-0295 Class-5, IEC 60228 Cl-5  
- PVC core insulation 
- Color code VDE-0293-308 with ground 
- Cores laying parallel 
- PVC outer jacket - black (RAL 9005) 
- Extremely oil & chemical resistant 

  Technical: 
- Working voltage: 300/500v. (H05) 
- Working voltage: 450/750v. (H07) 
- Test voltage: 3000 volts 
- Flexing bending radius: 10 x Ø 
- Flexing temp: -5º C to +70º C 
- Static temp: -30º C to +70º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- H05VVH6-F to EN 50214 
- H07VVH6-F to <HAR> HD 359 S2  
- VDE-0281 Part-403 & 404  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 

<HAR> 



H05VVH6-F & H07VVH6-F 
H07VVH6-F Sizes Continued. ( 14 AWG & Larger ) 

G 2 

<HAR> 

PART NUMBER CORES NOMINAL OD  CU LBS/MFT  WT LBS/MFT 

 14 AWG (50/30)  2,50mm2  Cont.     
7001416 16 0.228 x 2.169” / 5.8 x 55.1mm 258 452 
7001424 24 0.228 x 4.724” / 5.8 x 120.0mm 405 637 

                     7001464 (6x4 quads) 24 0.591 x 2.480” / 15.0 x 63.0mm 405 637 
     

 12 AWG (56/28)  4,00mm2        
7001204 4 0.276 x 0.858” / 7.0 x 21.8mm 103 231 
7001205 5 0.276 x 1.079” / 7.0 x 27.4mm 129 287 
7001207 7 0.311 x 1.441” / 7.9 x 36.6mm 180 396 

     
 10 AWG (84/28)  6,00mm2     

7001004 4 0.323 x 0.976” / 8.2 x 24.8mm 154 284 
7001005 5 0.323 x 1.252” / 8.2 x 31.8mm 193 355 
7001007 7 0.323 x 1.677” / 8.2 x 42.6mm 270 510 

      
 8 AWG (80/26)  10,0mm2     

7000804 4 0.394 x 1.165” / 10.0 x 29.6mm 258 476 
7000805 5 0.394 x 1.378” / 10.0 x 35.0mm 322 751 

     
 6 AWG (128/26)  16,0mm2     

7000604 4 0.441 x 1.354” / 11.2 x 34.4mm 412 680 
7000605 5 0.512 x 1.835” / 13.0 x 46.6mm 515 919 

     
 4 AWG (200/26)  25,0mm2     

7000404 4 0.539 x 1.677” / 13.7 x 42.6mm 644 916 
      
 2 AWG (280/26)  35,0mm2     

7000204 4 0.606 x 1.874” / 15.4 x 47.6mm 805 1341 
     
 1 AWG (400/26)  50,0mm2     

7000104 4 0.717 x 2.244” / 18.2 x 57.0mm 901 1409 
     
 2/0 AWG (356/24)  70,0mm2     

7002104 4 0.787 x 2.528” / 20.0 x 64.2mm 1288 1972 
     
 3/0 AWG (485/24)  95,0mm2     

7003104 4 0.827 x 2.882” / 21.0 x 73.2mm 1803 2743 
     

 * Additional sizes may be available.    
** Part number 7001464 - construction is 6 bunches of 4 cores for 24 cores total. 



NGFLGÖU Flat Neoprene  

NGFLGÖU is a flexible, 300/500 volt, neoprene rubber flat festoon power and control cable.  Mainly used as a   
trailing cable for overhead crane installations, floor conveyor systems, elevator control cables, shelf control units 
and in material handling systems.  The flat construction allows cables to be stacked for applications where space is 
at a minimum and require smaller bending radius over that of round cables.  Suitable for installations in dry and 
damp rooms.  The robust neoprene rubber jacket is extensively oil, fat, acid, lye and weather resistant.  
 
 
 
 
 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 16 AWG (84/34)  1,50mm2     

7101604 4 0.232 x 0.638” / 5.9 x 16.2mm 39 157 
7101605 5 0.232 x 0.933” / 5.9 x 23.7mm 48 204 
7101607 7 0.232 x 1.201” / 5.9 x 30.5mm 68 262 
7101608 8 0.232 x 1.339” / 5.9 x 34.0mm 77 296 
7101610  10 0.232 x 1.713” / 5.9 x 43.5mm 97 309 
7101612 12 0.256 x 1.984” / 6.5 x 50.4mm 116 433 
7101624  24 0.512 x 2.205” / 13.0 x 56.0mm 232 865 

     
 14 AWG (140/34)  2,50mm2     

7101404 4 0.283 x 0.772” / 7.2 x 19.6mm 64 212 
7101405 5 0.283 x 1.094” / 7.2 x 27.8mm 80 262 
7101407 7 0.283 x 1.421” / 7.2 x 36.1mm 113 358 
7101408 8 0.283 x 1.583” / 7.2 x 40.2mm 129 404 
7101412 12 0.307 x 2.339” / 7.8 x 59.4mm 193 597 
7101424 24 0.610 x 2.630” / 15.5 x 66.8mm 386 993 

     
 12 AWG (224/34)  4,00mm2        

7101204 4 0.346 x 0.953” / 8.8 x 24.2mm 103 339 
7101205 5 0.346 x 1.315” / 8.8 x 33.4mm 129 417 
7101207 7 0.346 x 1.673” / 8.8 x 42.5mm 180 571 

     
 10 AWG (192/32)  6,00mm2     

7101004 4 0.378 x 1.079” / 9.6 x 27.4mm 154 443 
7101005 5 0.378 x 1.472” / 9.6 x 37.4mm 193 496 
7101007 7 0.378 x 1.858” / 9.6 x 47.2mm 270 673 

     
 8 AWG (320/32)  10,0mm2     

7100804 4 0.409 x 1.213” / 10.4 x 30.8mm 258 689 
7100805 5 0.409 x 1.638” / 10.4 x 41.6mm 322 785 
7100807 7 0.409 x 2.126” / 10.4 x 54.0mm 451 902 

     
 6 AWG (512/32)  16,0mm2     

7100604 4 0.457 x 1.402” / 11.6 x 35.6mm 412 959 
7100605 5 0.480 x 1.898” / 12.2 x 48.2mm 515 1066 
7100607 7 0.480 x 2.562” / 12.2 x 65.1mm 721 1536 

    Sizes continued on next page. 
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  Construction: 
- Super-fine to fine bare copper strands  
- Strands for 16 AWG to 4 AWG to VDE-0295 
Class-6, IEC 60228 Cl-6 
- Strands for 2 AWG and larger to VDE-0295 
Class-5, IEC 60228 Cl-5 
- Special rubber core insulation 
- Color code VDE-0293-308 with ground 
- Cores laying parallel 
- Special rubber outer jacket - black (RAL 9005) 
- Extremely oil & chemical resistant 

  Technical: 
- Working voltage: 300/500 volts 
- Test voltage: 3000 volts 
- Flexing bending radius: 10 x Ø 
- Flexing temp: -25º C to +60º C 
- Static temp: -40º C to +80º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: > 10 MΩ x km 

     Approvals: 
- VDE-0250 Part-809  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 



NGFLGÖU Flat Neoprene 

NGFLGÖU Sizes Continued. ( 4 AWG & Larger ) 

G 4 

PART NUMBER CORES NOMINAL OD  CU LBS/MFT  WT LBS/MFT 
 4 AWG (800/32)  25,0mm2     

7100404 4 0.555 x 1.803” / 14.1 x 45.8mm 644 1268 
7100405 5 0.579 x 2.295” / 14.7 x 58.3mm 805 1486 
7100407 7 0.602 x 3.098” / 15.3 x 78.7mm 1127 2012 

     
 2 AWG (280/26)  35,0mm2     

7100204 4 0.622 x 2.000” / 15.8 x 50.8mm 901 1650 
7100205 5 0.622 x 2.535” / 16.4 x 64.4mm 1127 1932 
7100207 7 0.646 x 3.402” / 16.4 x 86.4mm 1578 2750 

     
 1 AWG (400/26)  50,0mm2     

7100104 4 0732. x 2.370” / 18.6 x 60.2mm 1288 2270 
     
 2/0 AWG (356/24)  70,0mm2     

7102104 4 0.827 x 2.677” / 21.0 x 68.0mm 1803 3005 
     
 3/0 AWG (485/24)  95,0mm2     

7103104 4 0.949 x 3.094” / 24.1 x 78.6mm 2447 4018 
     
 4/0 AWG (614/24)  120,0mm2     

7104104 4 1.004 x 3.315” / 25.5 x 84.2mm 3091 4856 
     

* Additional sizes may be available.   



VCVH6-F Shielded Festoon 
VCVH6-F is a flexible, 300/500 volt, shielded PVC flat festoon power and control cable.  Mainly used as a trailing 
cable for crane installations, floor conveyor systems, shelf control units and as moving machine parts.  The flat   
construction allows cables to be stacked for applications where space is at a minimum and require smaller bending 
radius over that of round cables.  Suitable for installations in dry and damp rooms.  The tinned copper braid covers 
individual cores or bunches of cores making VCVH6-F ideally suited for use where considerable demands are made 
on electromagnetic compatibility (EMC). The outer PVC jacket is extensively resistant to oil, fat, acid and lye.   
 
 
 
 

 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 20 AWG (16/32)  0,50mm2     

7012005 5 0.134” x 0.827” / 3.4 x 21.0mm 42 101 
                      7012020 (5 x 4 cores) 20 0.283” x 1.472” / 7.2 x 37.4mm 89 295 
                      7012028 (7 x 4 cores) 28 0.405” x 1.968” / 10.3 x 50.0mm 149 503 
                      7012056 (8 x 7 cores) 56 0.460” x 2.701” / 11.7 x 68.6mm 305 791 

                          7012056A  (14 x 4 cores) 56 0.405” x 3.937” / 10.3 x 100.0mm 298 999 
     
 17 AWG (32/32)  1,00mm2     

      7011704 OZ 4 0.197” x 0.547” / 5.0 x 13.9mm 38 87 
                      7011716 (4 x 4 cores) 16 0.433” x  1.318” / 11.0 x 33.5mm 211 423 
                      7011721 (7 x 3 cores) 21 0.406” x 1.968” / 10.3 x 50.0mm 184 510 

                        7011742 (14 x 3 cores) 42 0.406” x 3.937” / 10.3 x 100.0mm 370 1013 
     

 16 AWG (30/30)  1,50mm2     
      7011604 OZ 4 0.228” x 0.740” / 5.8 x 18.8mm 61 141 
      7011608 OZ 8 0.228” x 1.398” / 5.8 x 35.5mm 127 268 
      7011612 OZ 12 0.236” x 1.968” / 6.0 x 50.0mm 221 409 

      
 14 AWG (50/30)  2,50mm2     

7011404 4 0.272” x 0.827” / 6.9 x 21.0mm 113 181 
7011406 6 0.272” x 1.401” / 6.9 x 35.6mm 161 215 

     
 12 AWG (56/28)  4,00mm2        

7011204 4 0.299” x 0.961” / 7.6 x 24.4mm 140 268 
     

 10 AWG (84/28)  6,00mm2     
7011004 4 0.358” x 1.157” / 9.1 x 29.4mm 218 349 

     
 8 AWG (80/26)  10,0mm2     

7010804 4 0.413” x 1.409” / 10.5 x 35.8mm 347 563 
     

 6 AWG (128/26)  16,0mm2     
7010604 4 0.496” x 1.626” / 12.6 x 41.3mm 529 836 

     
 4 AWG (200/26)  25,0mm2     

7010404 4 0.567” x 1.906” / 14.4 x 48.4mm 785 1194 
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  Construction: 
- Fine bare copper strands  
- Strands to VDE-0295 Class-5, IEC 60228 Cl-5  
- Special PVC core insulation 
- Color code VDE-0293-308 with ground 
- Plastic foil separator over cores 
- Tinned copper braid over singles or bunches 
- Cores laying parallel 
- PVC outer jacket - black (RAL 9005) 
- Extremely oil & chemical resistant 

  Technical: 
- Working voltage: 300/500 volts 
- Test voltage: 3000 volts 
- Flexing bending radius: 15 x Ø 
- Flexing temp: -5º C to +70º C 
- Static temp: -40º C to +80º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: 20 MΩ x km 

     Approvals: 
- VDE-0283 Part-2, 0250 & 0281  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 
 
** “OZ” denotes no ground wire ** 



MCHÖU Shielded Festoon 
MCHÖU is a flexible, 300/500 volt, shielded rubber neoprene flat festoon power and control cable.  Mainly used as 
a trailing cable for crane installations, floor conveyor systems, shelf control units and as moving machine parts.  The 
flat construction allows cables to be stacked for applications where space is at a minimum and require smaller  
bending radius over that of round cables.  Suitable for installations in dry and damp rooms.  The tinned copper braid 
covers individual cores making MCHÖU ideal for use where considerable demands are made on electromagnetic 
compatibility (EMC). The outer rubber neoprene jacket is extensively resistant to cold, oil, fat, acid and lye.   
 
 
 
 

 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 16 AWG (30/30) 1,50mm2     

7111604 4 0.315” x 0.890” / 8.0 x 22.6mm 53 242 
7111608 8 0.315” x 1.618” / 8.0 x 41.1mm 153 362 
7111612 12 0.315” x 2.354” / 8.0 x 59.8mm 229 537 

     
 14 AWG (50/30) 2,50mm2     

7111404 4 0.339” x 0.953” / 8.6 x 24.2mm 109 282 
7111406 6 0.339” x 1.331” / 8.6 x 33.8mm 164 362 
7111412 12 0.339” x 2.563” / 8.6 x 65.1mm 331 677 

     
 12 AWG (56/28) 4,00mm2        

7111204 4 0.358” x 1.035” / 9.1 x 26.3mm 164 335 
     

 10 AWG (84/28) 6,00mm2     
7111004 4 0.386” x 1.146” / 9.8 x 29.1mm 215 409 

     
 8 AWG (80/26) 10,0mm2     

7110804 4 0.461” x 1.394” / 11.7 x 35.4mm 333 644 
     

 6 AWG (128/26) 16,0mm2     
7110604 4 0.551” x 1.606” / 14.0 x 40.8mm 540 888 

     
 4 AWG (200/26) 25,0mm2     

7110404 4 0.630” x 2.008” / 16.0 x 51.0mm 765 1207 
     
 2 AWG (280/26) 35,0mm2     

7110204 4 0.709” x 2.362” / 18.0 x 60.0mm 1095 1677 
     
 1 AWG (400/26) 50,0mm2     

7110104 4 0.807” x 2.638” / 20.5 x 67.0mm 1517 2213 
     

G 6 

  Construction: 
- Fine bare copper strands  
- Strands to VDE-0295 Class-5, IEC 60228 Cl-5  
- Special rubber core insulation 
- Color code VDE-0293-308 with ground 
- Plastic foil separator over cores 
- Tinned copper braid over cores 
- Cores laying parallel 
- Neoprene outer jacket - black (RAL 9005) 
- Extremely oil & chemical resistant 

  Technical: 
- Working voltage: 300/500 volts 
- Test voltage: 3000 volts 
- Flexing bending radius: 10 x Ø 
- Flexing temp: -25º C to +60º C 
- Static temp: -40º C to +80º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: 20 MΩ x km 

     Approvals: 
- VDE-0250 Part-809  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 
 
 

* Additional sizes may be available.   



NSHTÖU  Drum & Reeling Cable 
NSHTÖU is a reinforced heavy-duty, 600/1kV, black neoprene jacketed pendant and reel cable designed for use 
whenever cable operations require frequent reeling and unreeling with simultaneous tensile and torsional stress.  
These  trailing  cables are used for high mechanical stress applications in building machinery, conveyor and     
transport systems, hoists and cranes. NSHTÖU is a robust and all weather resistant cable also found in rough    
mining operations, flexible handling equipment and in railway motors.  These cables are suitable for outdoor       
installations in dry, damp or wet places.  Ozone and UV resistant. 
 
 
 
 
 

 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 16 AWG (30/30) 1,50mm2     

7201603 3 0.535” / 13.6mm 32 161 
7201604 4 0.575” / 14.6mm 39 184 
7201605 5 0.614” / 15.6mm 54 212 
7201607 7 0.724” / 18.4mm 77 278 
7201612 12 0.858” / 21.8mm 131 400 
7201616 16 0.965” / 24.5mm 167 467 
7201618 18 1.016” / 25.8mm 182 537 
7201624 24 1.134” / 28.8mm 263 687 
7201630 30 1.217” / 30.9mm 290 824 
7201642 42 1.386” / 35.2mm 425 1162 

     
 14 AWG (50/30) 2,50mm2     

7201403 3 0.598” / 15.2mm 50 207 
7201404 4 0.657” / 16.7mm 66 247 
7201405 5 0.728” / 18.5mm 83 286 
7201407 7 0.827” / 21.0mm 121 388 
7201412 12 0.980” / 24.9mm 207 555 
7201418 18 1.150” / 29.2mm 303 802 
7201424 24 1.319” / 33.5mm 413 1050 
7201430 30 1.378” / 35.0mm 517 1248 
7201440 40 1.606” / 40.8mm 813 2089 
7201450 50 1.909” / 48.5mm 872 2951 

     
 12 AWG (56/28) 4,00mm2     

7201204 4 0.776” / 19.7mm 106 370 
7201205 5 0.866” / 22.0mm 151 413 

     
 10 AWG (84/28) 6,00mm2     

7201004 4 0.850” / 21.6mm 162 396 
7201005 5 0.937” / 23.8mm 213 505 

     
  8 AWG (80/26)  10,0mm2     

7200804 4 1.016” / 25.8mm 271 653 
7200805 5 1.106” / 28.1mm 354 798 

     
  6 AWG (128/26) 16,0mm2     

7200604 4 1.142” / 29.0mm 431 931 
7200605 5 1.240” / 31.5mm 566 1118 

    Sizes continued on next page. 
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  Construction: 
- Fine tinned copper strands  
- Strands to VDE-0295 Class-5, IEC 60228 Cl-5  
- Rubber core insulation 
- Color code VDE-0293-308 with ground 
- Textile tape wrapping over cores 
- Vulcanized textile braiding embedded in jacket 
- Neoprene (5GM2) jacket - black (RAL 9005) 
- Extremely oil & chemical resistant 

  Technical: 
- Working voltage: 600/1000 volts 
- Test voltage: 2500 volts 
- Flexing bending radius: 10 x Ø 
- Flexing temp: -35º C to +70º C 
- Static temp: -45º C to +80º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0250 Part-814  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 



NSHTÖU  Drum & Reeling Cable 

NSHTÖU Sizes Continued. ( 4 AWG & Larger ) 

G 8 

PART NUMBER CORES NOMINAL OD  CU LBS/MFT  WT LBS/MFT 
 4 AWG (200/26) 25,0mm2     

  7200404 4 1.378” / 35.0mm 674 1360 
     
 2 AWG (280/26) 35,0mm2     

  7200204 4 1.528” / 38.8mm 946 1723 
      
 1 AWG (400/26)  50,0mm2     

  7200104 4 1.764” / 44.8mm 1348 2408 
     
 2/0 AWG (356/24)  70,0mm2     

  7202104 4 1.976” / 50.2mm 1803 3110 
     

 3/0 AWG (485/24)  95,0mm2     
  7203104 4 2.303” / 58.5mm 2447 4338 

     
 4/0 AWG (614/24)  120,0mm2     

  7204104 4 2.501” / 63.5mm 3258 5279 
     

 300 MCM (765/24)  150,0mm2     
  7203004 4 2673” / 67.9mm 4032 6511 

     

 * Additional sizes may be available.    



NSHTÖU-SM Drum & Reeling Cable 
NSHTÖU-SM is a reinforced heavy-duty, 600/1kV, yellow polychloroprene jacketed pendant and reel cable        
designed for use whenever cable operations require frequent reeling and unreeling with simultaneous tensile and 
torsional stress. These trailing cables are used for high mechanical stress applications in mobile equipment,       
conveyor and transport systems, material handling equipment, hoists and cranes. NSHTÖU-SM has an additional 
supporting central core which absorbs the applied tensile force or loads allowing this cable to be used in reeling and 
unreeling vertically over long distances.  These robust cables are suitable for outdoor installations in dry, damp or 
wet places.   

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 16 AWG (30/30) 1,50mm2     

7211607 7 0.732” / 18.6mm 77 288 
7211612 12 1.008” / 25.6mm 131 550 
7211618 18 1.055” / 26.8mm 182 624 
7211624 24 1.256” / 31.9mm 263 845 
7211636 36 1.409” / 35.8mm 394 1107 

     
 14 AWG (50/30) 2,50mm2     

7211407 7 0.874” / 22.2mm 121 423 
7211412 12 1.169” / 29.7mm 207 574 

     
 12 AWG (56/28) 4,00mm2     

7211205 5 0.736” / 18.7mm 148 342 
     
 8 AWG (80/26) 10,0mm2     

7210804 4 0.902” / 22.9mm 271 557 
     
 6 AWG (128/26) 16,0mm2     

7210604 4 1.035” / 26.3mm 431 785 
7210605 5 1.122” / 28.5mm 515 939 

     
 4 AWG (200/26) 25,0mm2     

7210404 4 1.307” / 33.2mm 674 1241 
      
 2 AWG (280/26) 35,0mm2     

7210204 4 1.406” / 35.7mm 946 1509 
      
 1 AWG (400/26)  50,0mm2     

7210104 4 1.661” / 42.2mm 1348 2180 
     
 2/0 AWG (356/24)  70,0mm2     

7212104 4 1.835” / 46.6mm 1803 2817 
     

 3/0 AWG (485/24)  95,0mm2     
7213104 4 2.094” / 53.2mm 2447 3723 
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  Construction: 
- Fine tinned copper strands  
- Strands to VDE-0295 Class-5, IEC 60228 Cl-5  
- Rubber core insulation 
- Color code VDE-0293-308 with ground 
- Central support core of aramide-meshwork 
- Textile tape wrapping over cores 
- Vulcanized textile braiding embedded in jacket 
- Polychloroprene jacket - yellow  
- Extremely oil & chemical resistant 

  Technical: 
- Working voltage: 600/1000 volts 
- Test voltage: 2500 volts 
- Flexing bending radius: 7.5 x Ø 
- Flexing temp: -35º C to +70º C 
- Static temp: -45º C to +80º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0250 Part-814  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 

 * Additional sizes may be available.    



NEOPRENE  Center Strain Relief 
NEOPRENE is robust and weather-resistant, neoprene jacketed, 300/500 volt control cable with a center strain  
relieving support.  Designed for outdoor use where long lengths are installed without the use of messenger         
supports.  Commonly found in machinery and applications that are continuously exposed to adverse weather      
conditions including handling and hoisting gear, construction machinery, dockyard installations and conveyor     
systems.  NEOPRENE cables are ideal for use as control cables in trailing cables. The neoprene outer jacket is oil, 
fat, alkali and UV resistant and may also be used in sea water for industrial purposes.  These cables are NOT    
suitable for use on pulleys or drums under tensile loads!   

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 17 AWG (56/34) 1,00mm2     

      7251702 OZ 2 0.295” / 7.5mm 13 60 
7251703 3 0.335” / 8.5mm 19 75 
7251704 4 0.382” / 9.7mm 26 95 
7251705 5 0.453” / 11.5mm 32 114 
7251706 6 0.527” / 13.4mm 39 129 
7251707 7 0.543” / 13.8mm 45 142 
7251709 9 0.622” / 15.8mm 58 184 
7251712 12 0.689” / 17.5mm 77 261 
7251716 16 0.756” / 19.2mm 103 290 
7251718 18 0.846” / 21.5mm 116 316 
7251720 20 0.882” / 22.4mm 129 396 
7251724 24 0.929” / 23.6mm 154 436 
7251730 30 0.969” / 24.6mm 195 527 
7251736 36 1.142” / 29.0mm 232 610 
7251748 48 1.236” / 31.4mm 309 834 
7251754 54 1.295” / 32.9mm 347 938 
7251761 61 1.465” / 37.2mm 393 1003 

     
 16 AWG (84/34) 1,50mm2     

      7251602 OZ 2 0.335” / 8.5mm 19 64 
7251603 3 0.366” / 9.3mm 29 76 
7251604 4 0.413” / 10.5mm 39 101 
7251605 5 0.492” / 12.5mm 48 121 
7251606 6 0.563” / 14.3mm 58 164 
7251607 7 0.583” / 14.8mm 68 207 
7251608 8 0.622” / 15.8mm 77 223 
7251609 9 0.697” / 17.7mm 87 241 
7251610 10 0.728” / 18.5mm 97 272 
7251611 11 0.791” / 20.1mm 106 307 
7251612 12 0.850” / 21.6mm 116 346 
7251613 13 0.870” / 22.1mm 125 383 
7251615 15 0.898” / 22.8mm 145 396 
7251618 18 0.929” / 23.6mm 174 416 
7251619 19 0.949” / 24.1mm 184 449 
7251624 24 1.063” / 27.0mm 232 548 
7251637 37 1.220” / 31.0mm 358 818 
7251642 42 1.299” / 33.0mm 406 926 
7251648 48 1.374” / 34.9mm 463 1013 

    Sizes continued on next page. 
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  Construction: 
- Super-fine bare copper strands  
- Strands to VDE-0295 Class-6, IEC 60228 Cl-6  
- Rubber core insulation 
- Color code VDE-0293-308 with ground 
- 7 or more cores to black & numbered code 
- Center support core of hemp or cloth taping 
with load carrying threads 
- Neoprene outer jacket - black (RAL 9005) 
- Extremely oil & chemical resistant 

  Technical: 
- Working voltage: 300/500 volts 
- Test voltage: 3000 volts 
- Flexing bending radius: 12.5 x Ø 
- Static bending radius: 20.0 x Ø 
- Flexing temp: -25º C to +80º C 
- Static temp: -40º C to +80º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0250 & 0282  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 
 
** “OZ” denotes no ground wire ** 



NEOPRENE  Center Strain Relief 

NEOPRENE Sizes Continued. ( 16 AWG & Larger ) 
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PART NUMBER CORES NOMINAL OD  CU LBS/MFT  WT LBS/MFT 
 16 AWG (84/34) 1,50mm2  Cont.     

7251650 50 1.445” / 36.7mm 483 1101 
7251661 61 1.646” / 41.8mm 589 1308 

     
 14 AWG (140/34) 2,50mm2     

      7251402 OZ 2 0.394” / 10.0mm 32 95 
7251403 3 0.413” / 10.5mm 48 115 
7251404 4 0.457” / 11.6mm 64 141 
7251405 5 0.508” / 12.9mm 80 171 
7251407 7 0.638” / 16.2mm 113 257 
7251409 9 0.744” / 18.9mm 145 363 
7251412 12 0.917” / 23.3mm 193 463 
7251416 16 0.961” / 24.4mm 257 545 
7251418 18 1.035” / 26.3mm 290 598 
7251424 24 1.201” / 30.5mm 386 819 
7251436 36 1.311” / 33.3mm 580 1165 
7251448 48 1.650” / 41.9mm 773 1677 
7251450 50 1.705” / 43.3mm 805 1764 
7251461 61 1.941” / 49.3mm 982 2079 

     
 12 AWG (224/34) 4,00mm2     

7251203 3 0.535” / 13.6mm 77 250 
7251204 4 0.591” / 15.0mm 103 273 
7251205 5 0.673” / 17.1mm 129 290 
7251207 7 0.846” / 21.5mm 180 332 

     
 10 AWG (192/32) 6,00mm2     

7251003 3 0.547” / 13.9mm 116 255 
7251004 4 0.598” / 15.2mm 154 298 
7251005 5 0.717” / 18.2mm 193 382 
7251007 7 0.831” / 21.1mm 270 471 

     
  8 AWG (320/32) 10,0mm2     

7250803 3 0.713” / 18.1mm 193 355 
7250804 4 0.811” / 20.6mm 258 486 
7250805 5 0.890” / 22.6mm 322 619 
7250807 7 1.079” / 27.4mm 451 864 

     
  6 AWG (512/32) 16,0mm2     

7250603 3 0.839” / 21.3mm 309 580 
7250604 4 0.992” / 25.2mm 412 690 
7250605 5 1.043” / 26.5mm 515 845 

     

 * Additional sizes may be available.   



TRAGO-LIFT  Lift & Hoist Cable 
TRAGO-LIFT is a PVC lift and hoist control cable with a central hemp support core used as a strain bearing       
element in high suspension lengths.  These cables are designed to be used in lift, elevator constructions and in   
conveyor installations. TRAGO-LIFT also has a specially designed textile protective braid over each layer of cores 
which enables this cable to absorb the stresses caused by the internal movement of the cores created by external 
mechanical stress and extreme conditions. 
 
 
 
 
 
 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 18 AWG (42/34) 0,75mm2     

7271807 7 0.606” / 15.4mm 34 195 
7271812 12 0.756” / 19.2mm 58 241 
7271818 18 0.827” / 21.0mm 87 305 
7271824 24 0.906” / 23.0mm 116 359 

     
 17 AWG (56/34) 1,00mm2     

7271707 7 0.587” / 14.9mm 45 149 
7271712 12 0.787” / 20.0mm 77 278 
7271718 18 0.843” / 21.4mm 117 302 
7271720 20 0.858” / 21.8mm 129 329 
7271724 24 0.913” / 23.2mm 154 406 
7271728 28 1.024” / 26.0mm 197 510 
7271736 36 1.142” / 29.0mm 232 637 
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  Construction: 
- Super-fine bare copper strands  
- Strands to VDE-0295 Class-6, IEC 60228 Cl-6  
- Special PVC core insulation 
- Color code VDE-0293 black & numbered 
- Special hemp center support core  
- Multi-layer fleece braid over cores 
- Special PVC outer jacket - black (RAL 9005) 
- Oil & chemical resistant 

  Technical: 
- Working voltage: 300/500 volts 
- Test voltage: 3000 volts 
- Flexing bending radius: 20.0 x Ø 
- Flexing temp: -15º C to +40º C 
- Static temp: -40º C to +70º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0250  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 
 
 

 * Additional sizes may be available.  



TRAGO-LIFT-2S   2-Supports 
TRAGO-LIFT-2S is a PVC control panel connection cable with two (2) outer steel supports.  The two special      
torsion-free steel supporting elements found parallel on both sides of the outer jacket are designed to absorb the 
resulting tensile load during operation.  TRAGO-LIFT-2S is mostly used for connections to control panels, but also 
for self supporting shaft cables or in high racks both indoor and outdoor.  The outer steel supports can be removed 
without causing any damage to the jacket or insulation.  The weather-resistant outer jacket makes this cable       
excellent for use under extreme operation and temperature conditions. 
 
 
 
 
 
 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 17 AWG (56/34) 1,00mm2     

7281712 12 0.587” / 14.9mm 77 299 
7281718 18 0.673” / 17.1mm 115 354 
7281725 25 0.827” / 21.0mm 161 443 
7281730 30 0.862” / 21.9mm 193 510 

     
 16 AWG (84/34) 1,50mm2     

7281608 8 0.594” / 15.1mm 74 285 
7281612 12 0.650” / 16.5mm 108 339 
7281615 15 0.732” / 18.6mm 154 386 
7281618 18 0.760” / 19.3mm 174 429 
7281620 20 0.827” / 21.0mm 193 480 
7281624 24 0.890” / 22.6mm 232 550 
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  Construction: 
- Super-fine bare copper strands  
- Strands to VDE-0295 Class-6, IEC 60228 Cl-6  
- Special PVC core insulation 
- Color code VDE-0293 black & numbered 
- Includes a green/yellow ground 
- Fleece wrapping over cores 
- Special PVC outer jacket - black (RAL 9005) 
- 2 external steel support wires 
- Oil & chemical resistant 

  Technical: 
- Working voltage: 300/500 volts 
- Test voltage: 3000 volts 
- Flexing bending radius: 20.0 x Ø 
- Flexing temp: -15º C to +40º C 
- Static temp: -40º C to +70º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0250  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 
 
 

 * Additional sizes may be available.    



ROBOFLEX  Torsion Cable 
ROBOFLEX is a high flex, black polyurethane robotic torsion cable specially designed for combined torsional and 
bending stresses.  These cables can accurately transmit control signals and power supply to welding robots,      
rotary tables, power chains and other automated applications requiring a twisting movement.  ROBOFLEX cables 
have a special  formulated polyurethane jacket resistant to oil, microbes, corrosion, oxygen, UV-radiation, solvents, 
acids, hydraulic fluid and alkalis.  In addition, the jacket surface quality prevents adhesion to adjacently installed 
cables. 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 24 AWG (14/34) 0,25mm2     

7902407 7 0.244” / 6.2mm 11 32 
7902412 12 0.299” / 7.6mm 19 48 
7902425 25 0.409” / 10.4mm 40 96 

 22 AWG (19/34) 0,34mm2     
7902202 2 0.197” / 5.0mm 5 18 
7902203 3 0.213” / 5.4mm 7 23 
7902207 7 0.264” / 6.7mm 15 34 
7902212 12 0.327” / 8.3mm 26 46 

 20 AWG (16/32) 0,50mm2     
7902012 12 0.370” / 9.4mm 39 60 
7902016 16 0.417” / 10.6mm 52 72 
7902018 18 0.441” / 11.2mm 58 81 
7902025 25 0.524” / 13.3mm 80 172 

 18 AWG (24/32) 0,75mm2     
7901804 4 0.260” / 6.6mm 19 42 
7901807 7 0.311” / 7.9mm 34 64 
7901812 12 0.413” / 10.5mm 56 115 
7901814 14 0.449” / 11.4mm 67 134 

 17 AWG (32/32) 1,00mm2     
7901702 2 0.244” / 6.2mm 13 32 
7901703 3 0.256” / 6.5mm 19 41 
7901704 4 0.283” / 7.2mm 26 51 
7901707 7 0.366” / 9.3mm 45 88 
7901712  12 0.453” / 11.5mm 77 145 

    7901716 **   16 + #17-2/c 0.650” / 16.5mm 131 252 
7901718 18 0.520” / 13.2mm 115 204 

    7901723 **    23 + #17-2/c 0.681” / 17.3mm 176 315 
7901725 25 0.646” / 16.4mm 161 290 
7901734 34 0.744” / 18.9mm 219 379 
7901741 41 0.843” / 21.4mm 264 467 

 16 AWG (30/30) 1,50mm2     
7901603 3 0.272” / 6.9mm 29 63 
7901604 4 0.311” / 7.9mm 38 72 
7901608 8 0.437” / 11.1mm 77 196 
7901612 12 0.571” / 14.5mm 115 239 
7901618 18 0.622” / 15.8mm 168 298 
7901625 25 0.776” / 19.7mm 241 427 

    Sizes continued on next page. 
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  Construction: 
- Fine or superfine bare copper strands  
- Strands to VDE-0295 Class-5 or 6, IEC 60228 
- Special TPE core insulation 
- 24 & 22 AWG color code to DIN47100  
- 20 AWG and up to VDE-0293 black/numbered 
- Includes a green/yellow ground 
- Teflon tape wrapping over cores 
- Special polyurethane jacket - black (RAL 9005) 
- Extremely oil & chemical resistant 

  Technical: 
- Working voltage: 350v (24&22 AWG) 
- Working voltage: 300/500 volts 
- Test voltage: 1500/3000 volts 
- Min flexing bending radius: 7.5 x Ø 
- Flexing temp: -40º C to +80º C 
- Static temp: -50º C to +80º C 
- Flame retardant: IEC 60332.1-2 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0245, 0250, 0281 & 0282  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 

** includes a shielded #17-2/c 



ROBOFLEX  Torsion Cable 

ROBOFLEX Sizes Continued. ( 14 AWG & Larger ) 
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PART NUMBER CORES NOMINAL OD  CU LBS/MFT  WT LBS/MFT 
 14 AWG (50/30) 2,50mm2     

7901403 3 0.366” / 9.3mm 48 91 
7901404 4 0.398” / 10.1mm 64 115 

     
 12 AWG (56/28) 4,00mm2     

7901203 3 0.406” / 10.3mm 78 152 
7901204 4 0.441” / 11.2mm 103 175 

     
 10 AWG (84/28) 6,00mm2     

7901004 4 0.555” / 14.1mm 154 229 
     

  8 AWG (80/26) 10,0mm2     
7900803 3 0.720” / 18.3mm 193 347 

     
  6 AWG (128/26) 16,0mm2     

7900603 3 0.843” / 21.4mm 309 484 
     
  4 AWG (200/26) 25,0mm2     

7900403 3 1.031” / 26.2mm 483 791 
     
  2 AWG (280/26) 35,0mm2     

7900203 3 1.134” / 28.8mm 676 1073 
     

 * Additional sizes may be available.    



ROBOFLEX-DP  Shielded Torsion 
ROBOFLEX-DP is a high flex, black polyurethane, overall spiral shielded robotic torsion cable specially designed for 
combined torsional and bending stresses.  These cables can accurately transmit control signals and power supply 
to welding robots, rotary tables, and other automated applications requiring a twisting movement.  ROBOFLEX-DP 
cables have a special formulated polyurethane jacket resistant to oil, microbes, corrosion, oxygen, UV-radiation, 
solvents, acids, hydraulic fluid and alkalis.  In addition the jacket surface quality prevents adhesion to adjacently 
installed  cables.  The tinned copper spiral shield provides excellent protection against electromagnetic emissions.  
 
 
 
 
 

 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 26 AWG (18/38) 0,14mm2     

7912610 10 0.280” / 7.1mm 23 42 
7912612 12 0.307” / 7.8mm 28 64 
7912618 18 0.382” / 9.7mm 36 80 
7912625 25 0.429” / 10.9mm 46 106 

 24 AWG (14/34) 0,25mm2     
7912412 12 0.327” / 8.3mm 40 85 
7912418 18 0.398” / 10.1mm 54 110 
7912425 25 0.437” / 11.1mm 69 144 

 22 AWG (19/34) 0,34mm2     
7912204 4 0.224” / 5.7mm 15 31 
7912212 12 0.346” / 8.8mm 52 107 
7912218 18 0.425” / 10.8mm 68 141 
7912225 25 0.476” / 12.1mm 106 205 

 20 AWG (16/32) 0,50mm2     
7912012 12 0.441” / 11.2mm 78 117 
7912018 18 0.535” / 13.6mm 107 155 
7912025 25 0.583” / 14.8mm 171 233 

 18 AWG (24/32) 0,75mm2     
7911812 12 0.465” / 11.8mm  104 148 
7911818 18 0.591” / 15.0mm 141 205 
7911825 25 0.650” / 16.5mm 184 278 

 17 AWG (32/32) 1,00mm2     
7911712 12 0.512” / 13.0mm 127 178 
7911718  18 0.634” / 16.1mm 164 262 
7911725 25 0.709” / 18.0mm 231 362 

 16 AWG (30/30) 1,50mm2     
7911604 4 0.350” / 8.9mm 55 101 
7911612 12 0.638” / 16.2mm 174 231 
7911618 18 0.799” / 20.3mm 248 325 
7911625 25 0.886” / 22.5mm 334 476 

 14 AWG (140/34)  2,50mm2     
7911404 4 0.441” / 11.2mm 110 188 

 12 AWG (224/34)  4,00mm2     
7911204 4 0.516” / 13.1mm 149 268 

 10 AWG (192/32)  6,00mm2     
7911004 4 0.606” / 15.4mm 205 369 
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  Construction: 
- Fine or superfine bare copper strands  
- Strands to VDE-0295 Class-5 or 6, IEC 60228 
- Special TPE core insulation 
- 26,24 & 22 AWG color code to DIN47100  
- 20 AWG and up to VDE-0293 black/numbered 
- Teflon tape wrapping over cores 
- 85-95% tinned copper spiral shield 
- Special polyurethane jacket - black (RAL 9005) 
- Extremely oil & chemical resistant 

  Technical: 
- Working voltage: 350v (26-22 AWG) 
- Working voltage: 300/500 volts 
- Test voltage: 1500/3000 volts 
- Min flexing bending radius: 15 x Ø 
- Flexing temp: -40º C to +80º C 
- Static temp: -50º C to +80º C 
- Flame retardant: IEC 60332.1-2 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0245, 0250, 0281 & 0282  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 



ROBOFLEX-DP-TP  Paired 
ROBOFLEX-DP-TP is a super-flexible, black polyurethane, twisted pair or combination torsion cable specially    
designed for combined torsional and bending stresses.  These cables can accurately transmit control signals and 
power   supply to welding robots, transport and conveyor systems, rotary tables, turntables, swivel tables and other       
automated  applications requiring a twisting movement.  ROBOFLEX-DP-TP cables have a special formulated   
polyurethane jacket resistant to oil, microbes, corrosion, oxygen, UV-radiation, solvents, acids, hydraulic fluid and 
alkalis.  In addition the jacket surface   quality prevents adhesion to adjacently installed cables.  The tinned copper 
spiral shield provides excellent protection against electromagnetic emissions.  In the combination versions,    
ROBOSERV-DP, there is core count and a spiral shielded #20-2/c or a spiral shielded #17-2/c. 
 
 
 
 

 

PART NUMBER PAIRS NOMINAL OD CU LBS/MFT WT LBS/MFT 
 26 AWG (18/38) 0,14mm2     

7922603 3/pr 0.228” / 5.8mm 11 29 
7922604 4/pr 0.272” / 6.9mm 25 37 

     
 24 AWG (32/38) 0,25mm2     

7922403 3/pr 0.287” / 7.3mm 21 44 
     

 22 AWG (42/38) 0,34mm2     
7922205 5/pr 0.362” / 9.2mm 44 78 
7922208 8/pr 0.402” / 10.2mm 60 101 

     
ROBOSERV-DP     

     
 17 AWG (56/34) 1,00mm2     

7931716 #17-16/c + #17-2/c 0.657” / 16.7mm 132 255 
7931723 #17-23/c + #17-2/c 0.685” / 17.4mm 176 317 

     
 16 AWG (84/34) 1,50mm2     

7931604 #16-4/c + #20-2/c 0.421” / 10.7mm 64 121 
   7931604A #16-4/c + #17-2/c 0.437” / 11.1mm 86 148 

     
 14 AWG (140/34)  2,50mm2     

7931404 #14-4/c + #20-2/c 0.492” / 12.5mm 121 181 
     

 12 AWG (224/34)  4,00mm2     
7931204 #12-4/c + #20-2/c 0.531” / 13.5mm 148 228 

  7931204A #12-4/c + #17-2/c 0.551” / 14.0mm 159 235 
     

 10 AWG (192/32)  6,00mm2     
7931004 #10-4/c + #17-2/c 0.630” / 16.0mm 229 402 
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  Construction: 
- Superfine bare copper strands  
- Strands to VDE-0295 Class-6, IEC 60228 CL-6 
- Special TPE core insulation 
- 26,24 & 22 AWG color code to DIN47100 pairs  
- 17 AWG and up to VDE-0293 black/numbered 
- Teflon tape wrapping over cores 
- 85-95% tinned copper spiral shield 
- Special polyurethane jacket - black (RAL 9005) 
- Extremely oil & chemical resistant 

  Technical: 
- Working voltage: 350v (26-22 AWG) 
- Working voltage: 300/500 volts 
- Test voltage: 1500/3000 volts 
- Min flexing bending radius: 15 x Ø 
- Flexing temp: -40º C to +80º C 
- Static temp: -50º C to +80º C 
- Flame retardant: IEC 60332.1-2 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0245, 0250, 0281 & 0282  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 

 * Additional sizes may be available.    



NSSHÖU  Mining Cable 
NSSHÖU is an VDE-approved, oil resistant, 600/1kV, EPR rubber insulated, heavy duty yellow polychloroprene 
cable for use in connecting heavy equipment.  This cable is suitable for very high mechanical stress in underground 
mining, open pit mining and mining tools.  NSSHÖU is also found on building and construction equipment and other 
moving equipment and machinery in extreme environments in dry, wet and outdoor areas.  These cables are NOT 
suitable for use on drums under tensile loads! 
 
 
 
 
 

 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 16 AWG (30/30) 1,50mm2     

7701603 3 0.492” / 12.5mm 29 138 
7701604 4 0.512” / 13.0mm 39 161 
7701605 5 0.555” / 14.1mm 48 195 
7701607 7 0.689” / 17.5mm 68 309 
7701610 10 0.780” / 19.8mm 97 372 

     
 14 AWG (50/30) 2,50mm2     

7701402 2 0.528” / 13.4mm 32 158 
7701403 3 0.551” / 14.0mm 48 174 
7701404 4 0.630” / 16.0mm 64 228 
7701405 5 0.677” / 17.2mm 80 258 
7701407 7 0.728” / 18.5mm 113 329 
7701412 12 0.945” / 24.0mm 193 533 
7701418 18 1.130” / 28.7mm 290 825 
7701419 19 1.150” / 29.2mm 313 845 

     
 12 AWG (56/28) 4,00mm2     

7701203 3 0.661” / 16.8mm 78 275 
7701204 4 0.709” / 18.0mm 103 307 
7701205 5 0.748” / 19.0mm 129 376 

     
 10 AWG (84/28) 6,00mm2     

7701003 3 0.713” / 18.1mm 116 341 
7701004 4 0.768” / 19.5mm 154 376 
7701005 5 0.846” / 21.5mm 193 453 

     
 8 AWG (80/26) 10,0mm2     

7700804 4 0.945” / 24.0mm 258 577 
7700805 5 0.988” / 25.1mm 322 738 

      
 6 AWG (128/26) 16,0mm2      

7700601 1 0.453” / 11.5mm 103 174 
7700604 4 1.122” / 28.5mm 412 936 
7700605 5 1.224” / 31.1mm 515 1006 
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  Construction: 
- Fine tinned copper strands  
- Strands to VDE-0295 Class-5, IEC-60228 CL-5 
- EPR rubber core insulation 
- Color code to VDE-0293-308 with ground 
- Above 5 cores, color is black w/ white numbers 
- Rubber inner jacket over cores 
- Neoprene (5GM2) outer jacket - yellow  
- Extremely oil & chemical resistant 

  Technical: 
- Working voltage: 600/1000 volts  
- Test voltage: 3000 volts 
- Flexing bending radius: 10 x Ø 
- Static bending radius: 5 x Ø 
- Flexing temp: -25º C to +80º C 
- Static temp: -40º C to +80º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0250 Part-812  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 

    Sizes continued on next page. 



NSSHÖU  Mining Cable 

NSSHÖU Sizes Continued. ( 4 AWG & Larger ) 

G 19 

PART NUMBER CORES NOMINAL OD  CU LBS/MFT  WT LBS/MFT 
 4 AWG (200/26)  25,0mm2     

7700401 1 0.571” / 14.5mm 161 262 
7700404 4 1.378” / 35.0mm 644 1375 
7700405 5 1.437” / 36.5mm 805 1965 

     
 2 AWG (280/26)  35,0mm2     

7700201 1 0.610” / 15.5mm 225 345 
7700204 4 1.457” / 37.0mm 901 1730 

     
 1 AWG (400/26)  50,0mm2     

7700101 1 0.709” / 18.0mm 322 466 
7700104 4 1.752” / 44.5mm 1288 2488 

     
 2/0 AWG (356/24)  70,0mm2     

7702101 1 0.807” / 20.5mm 451 624 
7702104 4 1.846” / 46.9mm  1803 2891 

     
 3/0 AWG (485/24)  95,0mm2     

7703101 1 0.909” / 23.1mm 612 815 
7703104 4 2.039” / 51.8mm 2447 4125 

     
 4/0 AWG (614/24)  120,0mm2     

7704101 1 0.984” / 25.0mm 773 1016 
7704104 4 2.343” / 59.5mm 3091 4833 

     
 300 MCM (765/24)  150,0mm2     

7703001 1 1.102” / 28.0mm 966 1201 
     
 350 MCM (944/24)  185,0mm2     

7703501 1 1.181” / 30.0mm 1191 1529 
     
 500 MCM (1221/24) 240,0mm2     

7705001 1 1.299” / 33.0mm 1545 1972 
     

 * Additional sizes may be available.    



NSGAFÖU  3kV Rubber Single Core  
NSGAFÖU is a VDE-approved, 1.8/3kV, EPR rubber insulated, black polychloroprene jacketed single conductor. 
This oil-resistant and flame-retardant cable is particularly suitable for protection against short circuits in laying and 
for inherently earth-fault-proof routing in trains and buses.  NSGAFÖU is considered to be short-circuit-proof in 
switching equipment and distributors up to 1000 volt.  Also suitable for laying in dry environments. Maximum      
permissible operating voltage for three and one-phase alternating current operation Uo/U is 2.1/3.6kV.  For direct 
current operation Uo/U is 2.7/5.4kV. 
 
 
 
 

 

 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 16 AWG (30/30) 1,50mm2     

7801601 1 .276” / 7.0mm 9 40 
 14 AWG (50/30) 2,50mm2     

7801401 1 .295” / 7.5mm 16 49 
 12 AWG (56/28) 4,0mm2     

7801201 1 .354” / 9.0mm 25 61 
 10 AWG (84/28) 6,0mm2     

7801001 1 .374” / 9.5mm 38 83 
 8 AWG (80/26) 10,0mm2     

7800801 1 .433” / 11.0mm 64 127 
 6 AWG (128/26) 16,0mm2     

7800601 1 .512” / 13.0mm 103 173 
 4 AWG (200/26) 25,0mm2     

7800401 1 .591” / 15.0mm 161 270 
 2 AWG (280/26) 35,0mm2     

7800201 1 .650” / 16.5mm 225 340 
 1 AWG (400/26) 50,0mm2     

7800101 1 .709” / 18.0mm 322 428 
 2/0 AWG (356/24) 70,0mm2     

7802101 1 .807” / 20.5mm 451 587 
 3/0 AWG (485/24)  95,0mm2     

7803101 1 .945” / 24.0mm 612 785 
 4/0 AWG (514/24)  120,0mm2     

7804101 1 1.024” / 26.0mm 775 997 
 300 MCM (765/24)  150,0mm2     

7803001 1 1.102” / 28.0mm 966 1140 
 350 MCM (944/24)  185,0mm2     

7803501 1 1.220” / 31.0mm 1191 1469 
 500MCM (1225/24)  240,0mm2     

7805001 1 1.358” / 34.5mm 1546 1777 
 600MCM (1530/24)  300,0mm2     

7806001 1 1.496” / 38.0mm 1932 2180 
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  Construction: 
- Fine tinned copper strands  
- Strands to VDE-0295 Class-5, IEC-60228 CL-5 
- EPR rubber (3GI3) core insulation 
- Polychloroprene outer jacket  
- Black (RAL 9005)  
- Extremely oil & chemical resistant 

  Technical: 
- Working voltage: 1800/ 3000 volts  
- Test voltage: 6000 volts 
- Flexing bending radius: 10 x Ø 
- Static bending radius: 6 x Ø 
- Flexing temp: -25º C to +80º C 
- Static temp: -40º C to +80º C 
- Flame retardant: IEC 60332.1-2 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0250 Part-602  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 

 * Additional sizes may be available.    



NSHXAFÖ  3kV Halogen-Free Single  
NSHXAFÖ is a VDE-approved, 1.8/3kV, halogen-free polymer insulated, black halogen-free jacketed single       
conductor. This oil-resistant and flame-retardant cable is particularly suitable for protection against short circuits in 
laying and for inherently earth-fault-proof routing in trains and buses.  NSHXAFÖ is considered to be short-circuit-
proof in switching equipment and distributors up to 1000 volt.  Also suitable for laying in dry environments. Maximum      
permissible operating voltage for three and one-phase alternating current operation Uo/U is 2.1/3.6kV.  For direct 
current operation Uo/U is 2.7/5.4kV.   
 
 
 
 

 

 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 16 AWG (30/30) 1,50mm2     

7821601 1 .276” / 7.0mm 9 44 
 14 AWG (50/30) 2,50mm2     

7821401 1 .295” / 7.5mm 16 50 
 12 AWG (56/28) 4,0mm2     

7821201 1 .354” / 9.0mm 25 64 
 10 AWG (84/28) 6,0mm2     

7821001 1 .374” / 9.5mm 38 77 
 8 AWG (80/26) 10,0mm2     

7820801 1 .433” / 11.0mm 64 124 
 6 AWG (128/26) 16,0mm2     

7820601 1 .512” / 13.0mm 103 174 
 4 AWG (200/26) 25,0mm2     

7820401 1 .591” / 15.0mm 161 265 
 2 AWG (280/26) 35,0mm2     

7820201 1 .650” / 16.5mm 225 319 
 1 AWG (400/26) 50,0mm2     

7820101 1 .709” / 18.0mm 322 423 
 2/0 AWG (356/24) 70,0mm2     

7822101 1 .807” / 20.5mm 451 597 
 3/0 AWG (485/24)  95,0mm2     

7823101 1 .945” / 24.0mm 612 798 
 4/0 AWG (514/24)  120,0mm2     

7824101 1 1.024” / 26.0mm 775 966 
 300 MCM (765/24)  150,0mm2     

7823001 1 1.102” / 28.0mm 966 1184 
 350 MCM (944/24)  185,0mm2     

7823501 1 1.220” / 31.0mm 1191 1449 
 500MCM (1225/24)  240,0mm2     

7825001 1 1.358” / 34.5mm 1546 1828 
 600MCM (1530/24)  300,0mm2     

7826001 1 1.496” / 38.0mm 1932 2327 
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  Construction: 
- Fine tinned copper strands  
- Strands to VDE-0295 Class-5, IEC-60228 CL-5 
- EPR Rubber (3GI3) core insulation 
- Halogen-free polymer (GM3) outer jacket 
- Black (RAL 9005) 
- Oil & chemical resistant 

  Technical: 
- Working voltage: 1800/ 3000 volts  
- Test voltage: 6000 volts 
- Flexing bending radius: 10 x Ø 
- Static bending radius: 6 x Ø 
- Flexing temp: -5º C to +100º C 
- Static temp: -25º C to +100º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0250 Part-606 
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 

 * Additional sizes may be available.    



NYY-J  Medium Power & Control Cable 
NYY-J is a VDE approved, solid conductor*, black PVC jacketed, 600/1000 volt power and control cable.  These 
power cables were designed for energy supply in cable ducts, power stations, industry and distribution boards and 
in subscriber networks.  May also be used in brickwork and in concrete with the exception of cabling in shaken,      
vibrated or compressed concrete. NYY-J cables can be installed in open air, underground, in water and indoors 
where mechanical damages are not to be expected. The UV-resistance allows for outdoor use. 
 
 
 
 
 

 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 16 AWG (Solid) 1,50mm2     

7301602 2 0.433” / 11.0mm 19 117 
7301603 3 0.453” / 11.5mm 29 154 
7301604 4 0.472” / 12.0mm 39 174 
7301605 5 0.512” / 13.0mm 48 201 
7301607 7 0.610” / 15.5mm 68 241 
7301610 10 0.709” / 18.0mm 97 349 
7301612 12 0.748” / 19.0mm 116 376 
7301614 14 0.787” / 20.0mm 135 416 
7301616 16 0.827” / 21.0mm 154 463 
7301619 19 0.866” / 22.0mm 184 510 
7301621 21 0.906” / 23.0mm 203 557 
7301624 24 0.984” / 25.0mm 232 637 
7301630 30 1.024” / 26.0mm 290 738 
7301640 40 1.142” / 29.0mm 386 905 
7301652 52 1.220” / 31.0mm 502 972 
7301661 61 1.339” / 34.0mm 589 1127 

 14 AWG (Solid) 2,50mm2     
7301402 2 0.472” / 12.0mm 32 144 
7301403 3 0.492” / 12.5mm 48 188 
7301404 4 0.531” / 13.5mm 64 215 
7301405 5 0.571” / 14.5mm 80 245 
7301407 7 0.650” / 16.5mm 113 302 
7301410 10 0.768” / 19.5mm 161 423 
7301412 12 0.807” / 20.5mm 193 456 
7301414 14 0.827” / 21.0mm 225 530 
7301416 16 0.866” / 22.0mm 258 584 
7301419 19 0.906” / 23.0mm 306 664 
7301421 21 0.965” / 24.5mm 338 704 
7301424 24 1.063” / 27.0mm 386 939 
7301430 30 1.102” / 28.0mm 483 973 
7301440 40 1.240” / 31.5mm 644 1207 
7301452 52 1.378” / 35.0mm 837 1509 

 12 AWG (Solid) 4,00mm2     
7301201 1 0.354” / 9.0mm 25 77 
7301203 3 0.551” / 14.0mm 77 275 
7301204 4 0.591” / 15.0mm 103 322 
7301205 5 0.650” / 16.5mm 129 369 
7301207 7 0.748” / 19.0mm 180 449 
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  Construction: 
- Single or multiple bare copper  
- Solid strand to VDE-0295 Class-1   
- For #4 AWG and up, VDE-0295 Class-2 strand 
- PVC core insulation 
- Color code to VDE-0293-308 with ground 
- Above 5 cores, color is black w/ white numbers 
- PVC (DMV5) outer jacket  
- Black (RAL 9005) 
 

  Technical: 
- Working voltage: 600/1000 volts  
- Test voltage: 4000 volts 
- Flexing bending radius: 15 x Ø 
- Static bending radius: 12 x Ø 
- Flexing temp: -5º C to +50º C 
- Static temp: -40º C to +70º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: > 100 MΩ x km 

     Approvals: 
- VDE-0276 Part-603 & Part-627 
- HD 603.1 & 627 S1 
- IEC 60502 
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 

    Sizes continued on next page. 



NYY-J  Medium Power & Control Cable 

NYY-J Sizes Continued. ( 10 AWG & Larger ) 
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PART NUMBER CORES NOMINAL OD  CU LBS/MFT  WT LBS/MFT 
 10 AWG (Solid) 6,00mm2     

7301001 1 0.374” / 9.5mm 39 91 
7301003 3 0.610” / 15.5mm 116 309 
7301004 4 0.650” / 16.5mm 154 396 
7301005 5 0.709” / 18.0mm 193 456 
7301007 7 0.827” / 21.0mm 270 570 

 8 AWG (Solid) 10,0mm2     
7300801 1 0.394” / 10.0mm 64 127 
7300803 3 0.669” / 17.0mm 193 443 
7300804 4 0.728” / 18.5mm 258 530 
7300805 5 0.787” / 20.0mm 322 624 
7300807 7 0.906” / 23.0mm 450 805 

 6 AWG (Solid) 16,0mm2      
7300601 1 0.433” / 11.0mm 103 174 
7300603 3 0.748” / 19.0mm 309 604 
7300604 4 0.846” / 21.5mm 412 738 
7300605 5 0.866” / 22.5mm 515 872 

 4 AWG (7/12)  25,0mm2     
7300401 1 0.472” / 12.0mm 161 255 
7300403 3 0.945” / 24.0mm 483 905 
7300404 4 1.024” / 26.0mm 644 1107 
7300405 5 1.102” / 28.0mm 805 1375 

 2 AWG (7/10)  35,0mm2     
7300201 1 0.512” / 13.0mm 225 329 
7300203 3 0.984” / 25.0mm 676 905 
7300204 4 1.083” / 27.5mm 901 1449 

 1 AWG (19/13)  50,0mm2     
7300101 1 0.591” / 15.0mm 322 436 
7300103 3 1.043” / 26.5mm 1127 1643 
7300104 4 1.181” / 30.0mm 1488 1845 

 2/0 AWG (19/12)  70,0mm2     
7302101 1 0.630” / 16.0mm 451 577 
7302103 3 1.181” / 30.0mm 1352 1643 
7302104 4 1.339” / 34.0mm 1803 2180 

 3/0 AWG (19/10)  95,0mm2     
7303101 1 0.748” / 19.0mm 612 771 
7303103 3 1.358” / 34.5mm 2157 2247 
7303104 4 1.535” / 39.0mm 2447 2951 

 4/0 AWG (37/12)  120,0mm2     
7304101 1 0.787” / 20.0mm 773 939 
7304103 3 1.457” / 37.0mm 2318 2750 
7304104 4 1.673” / 42.5mm 3091 3655 

 300 MCM (37/11)  150,0mm2     
7303001 1 0.866” / 22.0mm 966 1409 
7303004 4 1.870” / 47.5mm 3863 4393 

 350 MCM (37/10)  185,0mm2     
7303501 1 0.945” / 24.0mm 1191 1408 
7303504 4 2.047” / 52.0mm 4765 5500 

 500 MCM (61/11) 240,0mm2     
7305001 1 1.063” / 27.0mm 1547 1777 
7305004 4 2.283” / 58.0mm 6181 7143 

     

 * Additional sizes may be available.    



NYY-O  Medium Power & Control Cable 
NYY-O is a VDE approved, solid conductor*, black PVC jacketed, 600/1000 volt power and control cable.  These 
power cables were designed for energy supply in cable ducts, power stations, industry and distribution boards and 
in subscriber networks.  May also be used in brickwork and in concrete with the exception of cabling in shaken,      
vibrated or compressed concrete. NYY-O cables can be installed in open air, underground, in water and indoors 
where mechanical damages are not to be expected. This special color code construction has no green/yellow 
ground wire. The UV-resistance allows for outdoor use. 

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 16 AWG (Solid) 1,50mm2     

7311602 2 0.433” / 11.0mm 19 117 
7311603 3 0.453” / 11.5mm 29 154 
7311604 4 0.472” / 12.0mm 39 174 
7311605 5 0.512” / 13.0mm 48 201 
7311607 7 0.610” / 15.5mm 68 241 

     
 14 AWG (Solid) 2,50mm2     

7311402 2 0.472” / 12.0mm 32 144 
7311403 3 0.492” / 12.5mm 48 188 
7311404 4 0.531” / 13.5mm 64 215 
7311405 5 0.571” / 14.5mm 80 245 

     
 12 AWG (Solid) 4,00mm2     

7311201 1 0.354” / 9.0mm 25 77 
7311202 2 0.512” / 13.0mm 51 241 
7311203 3 0.551” / 14.0mm 77 275 
7311204 4 0.591” / 15.0mm 103 322 

     
 10 AWG (Solid) 6,00mm2     

7311001 1 0.374” / 9.5mm 39 91 
7311002 2 0.591” / 15.0mm 77 268 
7311003 3 0.610” / 15.5mm 116 309 
7311004 4 0.650” / 16.5mm 154 396 

     
 8 AWG (Solid) 10,0mm2     

7310801 1 0.394” / 10.0mm 64 127 
7310802 2 0.650” / 16.5mm 128 375 
7310803 3 0.669” / 17.0mm 193 443 
7310804 4 0.728” / 18.5mm 258 530 

     
 6 AWG (Solid) 16,0mm2      

7310601 1 0.433” / 11.0mm 103 174 
7310602 2 0.728” / 18.5mm 206 503 
7310603 3 0.748” / 19.0mm 309 604 
7310604 4 0.846” / 21.5mm 412 738 
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  Construction: 
- Single or multiple bare copper  
- Solid strand to VDE-0295 Class-1   
- For #4 AWG and up, VDE-0295 Class-2 strand 
- PVC core insulation 
- Color code to VDE-0293-308 - No Ground 
- Above 5 cores, color is black w/ white numbers 
- PVC (DMV5) outer jacket  
- Black (RAL 9005) 

  Technical: 
- Working voltage: 600/1000 volts  
- Test voltage: 4000 volts 
- Flexing bending radius: 15 x Ø 
- Static bending radius: 12 x Ø 
- Flexing temp: -5º C to +50º C 
- Static temp: -40º C to +70º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: > 100 MΩ x km 

     Approvals: 
- VDE-0276 Part-603 & Part-627 
- HD 603.1 & HD 627 S1 
- IEC 60502 
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 

    Sizes continued on next page. 



NYY-O  Medium Power & Control Cable 

NYY-O Sizes Continued. ( 4 AWG & Larger ) 

G 25 

PART NUMBER CORES NOMINAL OD  CU LBS/MFT  WT LBS/MFT 
 4 AWG (7/12)  25,0mm2     

7310401 1 0.472” / 12.0mm 161 255 
7310402 2 0.945” / 24.0mm 321 771 
7310404 4 1.024” / 26.0mm 644 1107 

     
 2 AWG (7/10)  35,0mm2     

7310201 1 0.512” / 13.0mm 225 329 
7310204 4 1.083” / 27.5mm 901 1449 

     
 1 AWG (19/13)  50,0mm2     

7310101 1 1.043” / 26.5mm 322 436 
7310104 4 1.181” / 30.0mm 1488 1845 

     
 2/0 AWG (19/12)  70,0mm2     

7312101 1 1.181” / 30.0mm 451 577 
7312104 4 1.339” / 34.0mm 1803 2180 

     
 3/0 AWG (19/10)  95,0mm2     

7313101 1 1.358” / 34.5mm 612 771 
7313104 4 1.535” / 39.0mm 2447 2951 

     
 4/0 AWG (37/12)  120,0mm2     

7314101 1 1.457” / 37.0mm 773 939 
7314104 4 1.673” / 42.5mm 3091 3655 

     
 300 MCM (37/11)  150,0mm2     

7313001 1 1.870” / 47.5mm 966 1409 
     
 350 MCM (37/10)  185,0mm2     

7313501 1 2.047” / 52.0mm 1191 1408 
     
 500 MCM (61/11) 240,0mm2     

7315001 1 2.283” / 58.0mm 1547 1777 
     

 * Additional sizes may be available.    



NYM-J   Fixed Installation Cable  
NYM-J is a VDE approved, solid conductor*, gray PVC jacketed, 300/500 volt fixed installation cable.  These cables 
are suitable for use in, on and under plaster, benton, brickwork and concrete. NYM-J cables should not be used in 
the direct laying of shaken, vibrated or compressed concrete. Outdoor usage is only possible as long as the cable is 
protected against direct sunlight.   Usable in the open air, dry, damp and wet environments.   

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 16 AWG (Solid) 1,50mm2     

7321601 1 0.213” / 5.4mm 9 32 
7321603 3 0.358” / 9.1mm 29 88 
7321604 4 0.386” / 9.8mm 39 104 
7321605 5 0.406” / 10.3mm 48 122 
7321607 7 0.453” / 11.5mm 68 150 
7321610 10 0.543” / 13.8mm 97 223 
7321612 12 0.567” / 14.4mm 116 284 

 14 AWG (Solid) 2,50mm2     
7321401 1 0.236” / 6.0mm 16 41 
7321403 3 0.409” / 10.4mm 48 121 
7321404 4 0.445” / 11.3mm 64 151 
7321405 5 0.472” / 12.0mm 80 174 
7321407 7 0.520” / 13.2mm 113 222 

 12 AWG (Solid) 4,00mm2     
7321201 1 0.260” / 6.6mm 25 56 
7321203 3 0.472” / 12.0mm 77 173 
7321204 4 0.512” / 13.0mm 103 216 
7321205 5 0.571” / 14.5mm 129 262 

 10 AWG (Solid) 6,00mm2     
7321001 1 0.283” / 7.2mm 39 72 
7321003 3 0.512” / 13.0mm 116 173 
7321004 4 0.594” / 15.1mm 154 216 
7321005 5 0.634” / 16.1mm 193 262 

 8 AWG (Solid)  10,0mm2     
7320801 1 0.331” / 8.4mm 64 106 
7320803 3 0.638” / 16.2mm 193 370 
7320804 4 0.693” / 17.6mm 258 440 
7320805 5 0.756” / 19.2mm 322 536 

 6 AWG (7/14)  16,00mm2     
7320601 1 0.390” / 9.9mm 103 156 
7320604 4 0.839” / 21.3mm 412 672 
7320605 5 0.921” / 23.4mm 515 834 

 4 AWG (7/12)  25,00mm2     
7320401 1 0.472” / 12.0mm 161 201 
7320404 4 1.016” / 25.8mm 644 1053 
7320405 5 1.130” / 28.7mm 805 1295 

 2 AWG (7/10)  35,0mm2     
7320204 4 1.122” / 28.5mm 901 1403 
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  Construction: 
- Single or multiple bare copper  
- Solid strand to VDE-0295 Class-1   
- For #6 AWG and up, VDE-0295 Class-2 strand 
- PVC (TI1) core insulation 
- Color code to VDE-0293-308 with ground 
- Above 5 cores, color is black w/ white numbers 
- Special PVC (TM1) outer jacket  
- Gray (RAL 7035) 

  Technical: 
- Working voltage: 300/500 volts  
- Test voltage: 2000 volts 
- Flexing bending radius: 10 x Ø 
- Static bending radius: 4 x Ø 
- Flexing temp: +5º C to +70º C 
- Static temp: -40º C to +70º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0250 Part-204 
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 

 * Additional sizes may be available.    



NYM-O   Fixed Installation Cable  
NYM-O is a VDE approved, solid conductor*, gray PVC jacketed, 300/500 volt fixed installation cable.  These cables 
are suitable for use in, on and under plaster, benton, brickwork and concrete. NYM-O cables should not be used in 
the direct laying of shaken, vibrated or compressed concrete. Outdoor usage is only possible as long as the cable is 
protected against direct sunlight.  Usable in the open air, dry, damp and wet environments.  This special color code 
construction has no green/yellow ground wire.  

PART NUMBER CORES NOMINAL OD CU LBS/MFT WT LBS/MFT 
 16 AWG (Solid) 1,50mm2     

7331601 1 0.213” / 5.4mm 9 32 
7331602 2 0.343” / 8.7mm 19 47 
7331603 3 0.358” / 9.1mm 29 88 
7331604 4 0.386” / 9.8mm 39 104 
7331605 5 0.406” / 10.3mm 48 122 
7331607 7 0.453” / 11.5mm 68 150 

 14 AWG (Solid) 2,50mm2     
7331401 1 0.236” / 6.0mm 16 41 
7331402 2 0.382” / 9.7mm 32 105 
7331403 3 0.409” / 10.4mm 48 121 
7331404 4 0.445” / 11.3mm 64 151 
7331405 5 0.472” / 12.0mm 80 174 
7331407 7 0.512” / 13.0mm 113 222 

 12 AWG (Solid) 4,00mm2     
7331201 1 0.260” / 6.6mm 25 56 
7331204 4 0.512” / 13.0mm 103 216 
7331205 5 0.571” / 14.5mm 129 262 

 10 AWG (Solid) 6,00mm2     
7331001 1 0.283” / 7.2mm 39 72 
7331004 4 0.594” / 15.1mm 154 216 
7331005 5 0.634” / 16.1mm 193 262 

 8 AWG (Solid)  10,0mm2     
7330801 1 0.331” / 8.4mm 64 106 
7330804 4 0.693” / 17.6mm 258 440 
7330805 5 0.756” / 19.2mm 322 536 

 6 AWG (7/14)  16,0mm2     
7330601 1 0.390” / 9.9mm 103 156 
7330604 4 0.839” / 21.3mm 412 672 
7330605 5 0.921” / 23.4mm 515 834 

 4 AWG (7/12)  25,0mm2     
7330404 4 1.016” / 25.8mm 644 1053 

 2 AWG (7/10)  35,0mm2     
7330204 4 1.122” / 28.5mm 901 1403 

     

G 27 

  Construction: 
- Single or multiple bare copper  
- Solid strand to VDE-0295 Class-1   
- For #6 AWG and up, VDE-0295 Class-2 strand 
- PVC (TI1) core insulation 
- Color code to VDE-0293-308 - No Ground 
- Above 5 cores, color is black w/ white numbers 
- Special PVC (TM1) outer jacket  
- Gray (RAL 7035) 

  Technical: 
- Working voltage: 300/500 volts  
- Test voltage: 2000 volts 
- Flexing bending radius: 10 x Ø 
- Static bending radius: 4 x Ø 
- Flexing temp: +5º C to +70º C 
- Static temp: -40º C to +70º C 
- Flame retardant: IEC 60332.1 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0250 Part-204 
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 

 * Additional sizes may be available.    


	Festoon, Lift & Torsion Cables

	Festoon, Lift & Torsion Contents

	Flat Festoon Cables - PVC & Rubber/Neoprene

	H05VVH6-F / H07VVH6-F 

	H05VVH6-F & H07VVH6-F

	NGFLGÖU Flat Neoprene 

	NGFLGÖU Flat Neoprene

	VCVH6-F Shielded Festoon

	MCHÖU Shielded Festoon

	NSHTÖU  Drum & Reeling Cable

	NSHTÖU  Drum & Reeling Cable

	NSHTÖU-SM Drum & Reeling Cable

	NEOPRENE  Center Strain Relief

	NEOPRENE  Center Strain Relief

	TRAGO-LIFT  Lift & Hoist Cable

	TRAGO-LIFT-2S   2-Supports

	ROBOFLEX  Torsion Cable

	ROBOFLEX  Torsion Cable

	ROBOFLEX-DP  Shielded Torsion

	ROBOFLEX-DP-TP  Paired

	NSSHÖU  Mining Cable

	NSSHÖU  Mining Cable

	NSGAFÖU  3kV Rubber Single Core 

	NSHXAFÖ  3kV Halogen-Free Single 

	NYY-J  Medium Power & Control Cable

	NYY-J  Medium Power & Control Cable

	NYY-O  Medium Power & Control Cable

	NYY-O  Medium Power & Control Cable

	NYM-J   Fixed Installation Cable 

	NYM-O   Fixed Installation Cable 
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