
ROBOFLEX-DP-TP  Paired 
ROBOFLEX-DP-TP is a super-flexible, black polyurethane, twisted pair or combination torsion cable specially    
designed for combined torsional and bending stresses.  These cables can accurately transmit control signals and 
power   supply to welding robots, transport and conveyor systems, rotary tables, turntables, swivel tables and other       
automated  applications requiring a twisting movement.  ROBOFLEX-DP-TP cables have a special formulated   
polyurethane jacket resistant to oil, microbes, corrosion, oxygen, UV-radiation, solvents, acids, hydraulic fluid and 
alkalis.  In addition the jacket surface   quality prevents adhesion to adjacently installed cables.  The tinned copper 
spiral shield provides excellent protection against electromagnetic emissions.  In the combination versions,    
ROBOSERV-DP, there is core count and a spiral shielded #20-2/c or a spiral shielded #17-2/c. 
 
 
 
 

 

PART NUMBER PAIRS NOMINAL OD CU LBS/MFT WT LBS/MFT 
 26 AWG (18/38) 0,14mm2     

7922603 3/pr 0.228” / 5.8mm 11 29 
7922604 4/pr 0.272” / 6.9mm 25 37 

     
 24 AWG (32/38) 0,25mm2     

7922403 3/pr 0.287” / 7.3mm 21 44 
     

 22 AWG (42/38) 0,34mm2     
7922205 5/pr 0.362” / 9.2mm 44 78 
7922208 8/pr 0.402” / 10.2mm 60 101 

     
ROBOSERV-DP     

     
 17 AWG (56/34) 1,00mm2     

7931716 #17-16/c + #17-2/c 0.657” / 16.7mm 132 255 
7931723 #17-23/c + #17-2/c 0.685” / 17.4mm 176 317 

     
 16 AWG (84/34) 1,50mm2     

7931604 #16-4/c + #20-2/c 0.421” / 10.7mm 64 121 
   7931604A #16-4/c + #17-2/c 0.437” / 11.1mm 86 148 

     
 14 AWG (140/34)  2,50mm2     

7931404 #14-4/c + #20-2/c 0.492” / 12.5mm 121 181 
     

 12 AWG (224/34)  4,00mm2     
7931204 #12-4/c + #20-2/c 0.531” / 13.5mm 148 228 

  7931204A #12-4/c + #17-2/c 0.551” / 14.0mm 159 235 
     

 10 AWG (192/32)  6,00mm2     
7931004 #10-4/c + #17-2/c 0.630” / 16.0mm 229 402 
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  Construction: 
- Superfine bare copper strands  
- Strands to VDE-0295 Class-6, IEC 60228 CL-6 
- Special TPE core insulation 
- 26,24 & 22 AWG color code to DIN47100 pairs  
- 17 AWG and up to VDE-0293 black/numbered 
- Teflon tape wrapping over cores 
- 85-95% tinned copper spiral shield 
- Special polyurethane jacket - black (RAL 9005) 
- Extremely oil & chemical resistant 

  Technical: 
- Working voltage: 350v (26-22 AWG) 
- Working voltage: 300/500 volts 
- Test voltage: 1500/3000 volts 
- Min flexing bending radius: 15 x Ø 
- Flexing temp: -40º C to +80º C 
- Static temp: -50º C to +80º C 
- Flame retardant: IEC 60332.1-2 
- Insulation resistance: > 20 MΩ x km 

     Approvals: 
- VDE-0245, 0250, 0281 & 0282  
- CE Low Voltage Directive 73/23/EEC 
and 93/68/EEC 
- ROHS compliant 

 * Additional sizes may be available.    


