
 

 

 

FESTOON CABLE       
UL/CSA Festoon Cable 600V / 2000V 105° C / VW1 / FT1 
 

  

Features       Technical details 
Flat and flexible construction      Temperature range: 40° C to 105° C 
Rated for both indoor and outdoor use    AC Voltage Rating: 600V/2000V Peak 
Durable Oil Resistant Outer Jacket     Bend Radius:  5x Cable Thickness 
(UL) VW-1 / CSA FT1 – Rated -40° C to 90° C 
 
Construction      Color Codes 
Flexible Stranded bare Copper Conductors    1. Black 2. Red 3. Blue 4. Orange 5. Yellow 
PVC Insulation, Color Coded Wires     6. Brown 7. Red/Black 8. Blue/Black  
Flame retardant and Oil resistant outer PVC jacket   9. Orange/Black 10. Yellow/Black 
Yellow jacket (black on request)      11. Brown/Black 12. Black/Red 
 
Approvals  
(UL) Festoon 600V 105° C  
(UL) AWM 600V 105°      
CSA Festoon 600V 105° C 
 
Application: Designed for power and control applications. Crane bridges and Gantries, hoists, monorail 
systems, traveling electrified equipment utilizing a cantenary system for cable installation.  
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7021404 4 14 105/34 0.0385 (0.98) 0.240 x 0.690 6.10 x 17.53 27 140 (208)

7021204 4 12 65/30 0.032 (0.81) 0.230 x 0.710 5.84 x 18.03 33 167 (248)

7021004 4 10 105/30 0.031 /0.79) 0.270 x 0.880 6.86 x 22.35 44 253 (376)

7020804 4 8 168/30 0.046 (1.17) 0.365 x 1.190 9.27 x 30.23 60 400 (595)

7020604 4 6 266/30 0.062 (1.57) 0.430 x 1.45010.92 x 36.83 82 622 (926)

7020404 4 4 413/30 0.062 (1.57) 0.486 x 1.65612.34 x 42.06 104 875 (1302)

7020204 4 2 665/30 0.062 (1.57) 0.558 x 1.95914.17 x 49.76 142 1275 (1897)

7021608 8 16 65/34 0.031 (0.79) 0.200 x 1.100 5.08 x28.19 14 175 (260)

7021408 8 14 105/34 0.0385 (0.98)0.240 x 1.334 6.10 x 33.88 19 258 (384)

7021208 8 12 65/30 0.032 (0.81) 0.230 x 1.340 5.84 x 34.04 23 313 (466)

7021612 12 16 65/34 0.031 (0.79) 0.200 x 1.605 5.08 x 40.77 14 263 (391)

7021412 12 14 105/34 0.0335 (0.85) 0.240 x 1.950 6.10 x 49.53 19 364 (542)




